






KS-Pro
Shielded Knock Detection Headset
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6 Bright LED indicator.

2 Shielded sensor cable.

7 Ruberised outer case protects the main unit 
and provides a comfortable grip.

1 Rugged padded carry case protects unit in 
workshop environment.

3 High quality Bosch sensor.

8 Battery powered unit reduces the need for 
additional cables whilst mapping.

9 High quality amplifier for maximum clarity.

4 Quality closed padded headphones.

5 Anodized aluminium volume control knob.

Kit Contents

Padded Carry Case�t��
KS-Pro Main Unit�t��
Shielded Sensor Cable�t��
Bosch Wideband Knock Sensor�t��
Headphones�t��
Instruction Manual�t��

Specifications

Dimensions: 75mm x 36mm x 128mm�t��
Power: 9v Battery (PP3)�t��

10Knock Sensor and Headphone Sockets.

Designed to be the ultimate knock 
listening system. The KS-Pro provides 
excellent audio clarity for professional 
tuners. 

The main unit is enclosed in a highly 
visible protective rubber case making 
it easy to find in a busy workshop 
environment.  The sensor cable is heat 
resistant and shielded to give excellent 
audio clarity.

The KS-Pro can be connected directly to the 
KS-4 to provide a powerful tuning solution.

ENGINEERED TO ENDURE...
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